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Most of the CD Printers use water-based dye inks. These inks provide stunning image results and 
warm colors but as soon as the printed surface is exposed to moisture, rain or wet fingers the image 
smears and the label is ruined beyond any available fix. In addition to moisture or water droplets, ink-
jet printed uncoated discs are subject to damage from, light and everyday handling. 
 
Coating your inkjet printed CDs & DVDs with a lacquer will protect against these problems.  
 
After successfully introducing the World-First CD color-enhancing Jet Coater system in 2006,Alea 
Engineers have redesigned its architecture to proudly provide high-volume service houses and end 
users alike a CD Coating System that offers an extremely low running cost and a very effective way 
to long-term protect the Ink Jet printed surface of any disc. 
 
Discs are manually or automatically loaded (depending on machine version) onto the tray turntable. 
The "Jet Coater TC” will coat your discs with clear coating ink and then cure the surface of the disc 
automatically by U.V (Ultra Violet) light. The Jet Coater is a totally standalone system. You can 
select your preferred coating program browsing through the Jet Coated setup menu on the LCD 
display. As soon as the discs come out of the "Jet Coater TC” they can then be stacked or packaged 
immediately, as the clear coat ink jetted on the disc dries almost instantaneously.  
 
The revolutionary and US Patented Alea “piezo pen” technology used in the "Jet Coater TC” allows 
the user to control the thickness of the coating and, most importantly, does not require external Air 
Compressor or Exhaust extraction lines.  
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Alea “Jet Coater TC”  protects printed 
discs from moisture and scratches  

  

 

· Worldwide Patented “piezo pen” technology for jetting the clear-coat UV ink.    
· Protects printed CD/DVD from rain, moisture, scratches and wet fingerprints. 
· Coats unattended  up to 200 disc with the autoloading system. 
· Extremely low running costs. 
· Very small foot-print 
· Standalone operation. 
· Moisture, scratch and smudge-resistent. 
· Three programs to adjust the thickness of the varnish layer on the CD. 
· Jet Set Light software for customizing and fine-tuning the coating profile. 
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Standalone Jet Coater 

INK 
Eco-friendly UV curable clear coat ink 
INK TYPES 
Matte    
COATING THICKNESS 
5 TO 20 micron  
ISOBARIC TANK 
250ml  
COATING  THROUGHPUT 
Up to 120 disc per hour.    
MEDIA TYPES 
Any inkjet printed CD-R, CD-RW, DVD-R, DVD-RW   
CONTROL/STATUS INTERFACE 
DB9 Serial port connector available on rear panel. 
  

Jet Coater Rep Robotics (only for automated version ) 
CD PICKER: Proprietary, Patented and maintenance-free mechanical picker. 
TRACTION: rack and pinion, maintenance free design. Controlled by a serial port  
and/or a Windows application program. 
CONTROL INTERFACE 
Serial Port  or USB2 
DISC CAPACITY 
Up to 200 discs per batch, input and output 
POWER 
110 VAC to 220VAC  50Hz/60Hz , autoswitching 
TEMPERATURE & HUMIDITY 
68ºF to 77ºF (20ºC to 25ºC), 40% to 60% non-condensing. 
CERTIFICATIONS 
Coater and Robotics: FCC Class A 
DIMENSIONS 
25"H x 13"W x 10"D (63cm x 34cm x 43cm) 
PACKAGED WEIGHT 
45 pounds (20 kg) Jet Coater  
57 pounds (127 kg) Jet Coater and Autoloader 
WARRANTY 
One year. 
SIGNATURE PRO SPECIFICATIONS 

Jet Coater Rep 
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ALEA SYSTEMS Inc.  
10900 Pump House Road, Suite B 
Annapolis Junction, MD 20701, USA 
Phone: (301) 776-3754 
Fax: (443) 926-0166 
Web Site: www.alea.com  

In Europe:  ALEA EUROPE a division of DUPLICO srl  
Via degli Olmetti, 39F 
00060 Formello (RM), ITALY 
Phone: (+39-06) 9075169 
Fax:      (+39-06) 9075733 
E-Mail: sales@alea.com  


